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	Customer:
	

	Mailing Address:
	

	

	Contact Name:
	
	Phone No.:
	

	Email:
	
	Fax No.:
	

	
	

	Test Objectives:
	

	
	

	Production Rate:
	

	
	

	Test timeline:
	

	
	

	Test Equipment:
	


	

	Purchase Order #:
	

	Amount:
	

	Invoicing Address:
	

	

	B&P Test Fees:
	Set-Up
	One-time
	

	
	Testing Fee (US$1500 per day) x
	
	days
	

	
	Clean-Up
	One-time
	

	
	Additional Equipment or Modifications
	
	

	
	Special Fees (waste disposal, etc.)
	
	

	
	Estimated Total
	
	

	

	Comments:
	

	

	
	

	Submit By:
	Michael Lazorchak
	Date Submitted: 
	

	
	Sales Engineer
	
	

	
	
	
	

	Approved By:
	
	Date Submitted:
	

	
	Director of Sales & Marketing
	
	

	
	
	
	

	Approved By:
	
	Date Approved:
	

	
	Process Engineer
	
	

	
	
	
	

	Scheduled By:
	
	Date Approved:
	

	
	Tech. Center Manager
	
	

	

	CST No.:
	
	Trial Schedule:
	From: 
	

	Y No.:
	
	
	To: 
	

	


	Compound Description:
	

	Formulation Identifier:
	

	Feed Materials:
	


Please specify hazardous properties & numerical levels of Toxicity, Flammability, Corrosivity, etc. in the table below.  

MSDS (Material Safety Data Sheets) MUST Accompany or Precede ALL Shipments.

	Item
	Ingredient Identifier
	Description
	Amt. Shipped (kg)
	Solids (%)
	Particle Size (m)
	Bulk Density (kg/l)
	Liquid (%)
	Viscosity cP @ 25°C
	Density (g/cm3)
	Corrosivity
	Toxicity
	Flammability

	1. 
	
	
	
	
	
	
	
	
	
	
	
	

	2. 
	
	
	
	
	
	
	
	
	
	
	
	

	3. 
	
	
	
	
	
	
	
	
	
	
	
	

	4. 
	
	
	
	
	
	
	
	
	
	
	
	

	5. 
	
	
	
	
	
	
	
	
	
	
	
	

	TOTAL AMOUNT BEING SHIPPED
	
	


	General Feeding Characteristics of Ingredients:
	Yes / No

	1. Are any of the materials of small particle size / low bulk density? (E.g. carbon black, fumed silica, etc.)
	

	2. Abrasive? (E.g. silica, TiO2, pigments, glass fibers/beads, etc.)
	

	3. Are the feed ingredients lumpy, pasty and/or tend to agglomerate?
	

	4. Does feed segregate during shipping?
	

	5. If preblend material creates a feed problem can they be fed separately?
	


Describe existing process (if applicable) and outline any special steps (material handling, feeding, pelletizing, etc.) that might be necessary:

	


Temperature Requirements (Critical Melt Temperature, Discharge temperature, etc.):

	


Devolatilization Requirements (High vacuum, monomer removal?)

	


Discharge Requirements:  (End product physical form?)
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